
SINCE 1946

SELF LOADING ZERO GRAZER



SELF LOADING GRAZER WAGON – TOWED

FLAT GROUND 

SINGLE AXEL :

AB 30 TR

AB 40 TR

AB 45 TR

AB 45 TR gran volume

STEEP GROUND: AB 35 TR

FLAT GROUND 

DOUBLE AXELS

HIGH LOADING 

CAPACITY:

AB 50 TR

AB 60 TR

AB 70 TR

FLAT GROUND 

DOUBLE AXELS:

AB 75 TR MI

AB 80 TR MI

STEEP GROUND: AB 20 TR

AB 25 TR

AB 25 TR largo

AB 25 TR gran volume

AB 25 TR maxi

MODELS



SELF LOADING GRAZER WAGON – TOWED

ROTATORY CONVEYOR SYSTEM 

HALF HYDRAULIC SYSTEM

ROTATORY CONVEYOR

ROTATORY CONVEYOR

MECHANICAL  SELF LOADING  
LADDER

HYDRAULIC SELF LOADING LADDER

DRUM MOWER

DRUM MOWER

UNLOADING OPTIONS

HYDRAULIC REAR DOOR

LAtERAL UnLOADIng COnvEYOR

LAtERAL UnLOADIng WItH CROSS COnvEYOR

RETRACTABLE UNLOADING 
SIDE CONVEYOR

SPLIT CONVEYOR BELT  -  FEEDS LEFT 
AND RIGHT TOGETHER

LATERAL UNLOADING THROUGH 
CONTROLLED FEED MECHANISM

REAR  VIEW

UNLOADING TAILGATE CLOSEDUNLOADING TAILGATE OPEN

 SLIDING REAR DOOR AND RETRACTABLE 
UNLOADING SIDE CONVEYOR



FALCIA  AUTOCARICANTI  TRAINATI

CUT TING HEIGHTS

TYRES

10.0 / 75 x 15,3
PR 10 IMPLEMENT

11.5 / 80 x 15,3
PR 10 IMPLEMENT

31.5 / 80 x 15,5PR 8
TRACTOR MOTRICE

400 / 60 x 15,5
PR 14 TRACTION

19.0 / 45 x 17
PR 10 IMPLEMENT

WIDE ANGLE PTO SHAFT

SLIP CLUTCH WIDE ANGLE PTO SHAFTRADIAL PIN CLUTCH  WIDE ANGLE 
PTO SHAFT  

CONTROL SYSTEM

FLEXIBLE CABLESBASIC VERSION WITH STEEL 
LEVER CONTROL

ELECTRONIC CONTROL BOARD

SELF LOADING GRAZER WAGON – TOWED

DRUM MOWER 

TAPERED ROLLER BEARINGS

BEARING LUBRICATION SYSTEM

BOTTOM ANTI-WEAR DISCS

StAnDARD SEtUP

ROCK DISC SEtUP

DOUBLE  DISC  SEtUP FOR StOnEY gROUnD

L:185 cm

L:185 cm

L:185 cm

L:215 cm

L:215 cm

L:215 cm

L:215 cm

CUttIng HEIgHtSH: 4,5 cm

CUttIng HEIgHtSH: 7 cm

CUttIng HEIgHtS

CUttIng HEIgHtS

CUttIng HEIgHtS

H: 4,5 cm

H: 5,5 cm

H: 6,5 cm



VARIOUS

BLADES FOR THE ELEVATOR REAR SUPPORTING ROLLER

HYDRAULIC FOOT

ROTATING HEAD FOR THE HITCH

GALVANIZED SIDES

EASY UNLOADING SYSTEM

STANDARD LATERAL SIDES

AUTOMATIC LUBRICATION

LOW DRAWBAR

Quality
Durability
Service

3 good reason for choosing Bonino:

SETUP WITH SPOOL VALVE CONTROLS
(Available for any control system)

CONTINUOUS PUMPING SETUP
(Available for basic version and rotatory conveyor system)

Various operations can be controlled directly from  the tractor spool valves. 
(Requires standard spool valve connections on the tractor) 

It is possible to power the hydraulic system of our machine directly from the 
tractor with a two way return valve. 

ADVANTAGES: LESS MAINTENANCE WITHOUT THE PUMP AND INCREASED 
DURABILITY OF THE PTO SHAFT  POWERING THE MOWER ONLY. 

The control of the drawbar and  lift of the drum mower requires 
3 spool valve connections. 

The tractor must have 2 different distributors:

     Simple (SE)

     Double (DE)



FLAT GROUND

AB 30 TR AB 40 TR AB 45 TR AB 50 TR AB 60 TR AB 70 TR AB 75 TR MI AB 80 TR MIAB 45 TR GV

TECH. DATA FOR SELF LOADING GRAZING WAGONS TECH. DATA FOR SELF LOADING GRAZING WAGONS 
HILLY AND STEEP  GROUND

AB 20 TR AB 25 TR AB 25 TR
GRAN VOLUME

AB 25 TR
LARGO

AB 25 TR
MAXI

AB 35 TR

Total lenght (m)

Body lenght (m)

Max height (m)

Min height(m)

Max width (m)

Volume Din 11741

Loading capacity (mc3)

Drum Mower (m)

Tyres

Axels

Spike bar / Blades

Weight (Kg)

Required power for flat ground (Hp)

Required power for steep ground(Hp)

6.00

3.10 + 0.60

2.50

2.00

2.00

8

13

1.65

10.0/75x15.3 
PR10

1

6/6

1850

40/50

---

6.80

3.30 + 0.60

2.80

2.20

2.10

10

17

1.85

10.0/75x15.3 PR10
11.5/80x15.3 PR10

1/2

8/6

2000

40/50

---

6.80

3.30 + 0.60

2.80

2.20

2.10

11

18

1.85

11.5/80x15.3 
PR10

1

8/7

2200

40/50

---

6.80

3.30 + 0.60

2.90

2.30

2.10

12

19

1.85

400/60x15.5 
PR14

1

8/7

2250

40/50

---

7.50

4.00 + 0.60

2.80

2.20

2.10

14

20

1.85

11.5/80x15.3 
PR10

2

8/7

2450

70/80

---

8.00

4.50 + 0.60

2.90

2.30

2.10

16

24

1.85

400/60x15.5 
PR14

2

8/7

2650

70/80

---

8.50

5.00 + 0.60

2.90

2.30

2.10

18

28

1.85

400/60x15.5 
PR14

2

8/7

3100

80/90

---

9.28

5.50 + 0.60

3.10

2.50

2.20

22

35

2.15

400/60x15.5 
PR14

2

9/7

3500

80/90 4WD

---

9.28

5.50 + 0.60

3.38

2.78

2.55

29

45

2.15

400/60x15.5 
PR14

2

10/7

3900

90/100 4WD

---

5.20

2.50 + 0.50

2.35

2.15

1.90

6

11

1.65

10.0/75x15.3 
PR10

1

4/2

1450

30/40

50/80

5.70

3.00 + 0.50

2.35

2.15

1.90

7

12

1.65

10.0/75x15.3 
PR10

1

4/2

1550

30/40

50/80

5.70

3.00 + 0.50

2.55

2.25

2.10

9

16

1.85

10.0/75x15.3 
PR10

1

4/3

1650

30/40

50/80

5.70

3.00 + 0.50

2.35

2.15

2.10

8

14

1.85

10.0/75x15.3 
PR10

1

4/3

1620

30/40

50/80

5.70

3.00 + 0.50

2.65

2.35

2.10

10

17

1.85

10.0/75x15.3 
PR10

1

5/3

1680

30/40

50/80

6.48

3.38 + 0.60

2.60

2.00

2.30

11

18

2.15

400/60x15.5 
PR14

1

5/7

2050

40/50

50/80 4WD

AB 25 TR
GRAN VOLUME



BONINO di Bonino C.&C. s.a.s.
Via Torino, 173 - S.S. 661 Km9 - 12048 Sommariva Bosco (CN) Italy

Tel. + 39 0172 54 132 - Fax + 39  0172 56 09 42

www.boninoitaly.com - info@boninoitaly.com

Cod.fisc/ P.IVA n° 01653320042
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